
WATER-MISCIBLE METALWORKING FLUIDS
MOL Netsol SC
system cleaner

Product benefits

- excellent cleaning effect
- disinfecting

Applications

MOL Netsol SC can be used for cleaning and disinfecting of metalworking fluid supply systems.
It can be used for soluble substances (emulsions and synthetic fluids) only!

Way of application:
1. Recommended treat rate is 0.5-2.0 % vol. depending on the condition of system to be cleaned.
2. MOL Netsol SC system cleaner has to be added to the system one day before charging the used emulsion. Add to
the tank, where the emulsion mixes the most.
3. The machine/machines can be used as usual for 8 hours. In case of rolling, during the cleaning process the rolling
has to be stopped, the circulation has to go on only.
4. The fluid has to be drained off after this process.
5. In case of very contaminated systems the cleaning operation may be complemented with mechanical cleaning, or
repeated flushing with 0.5 % water solution of MOL Netsol SC.

Product description

MOL Netsol SC is a concentrate free from mineral oil, containing surface active materials, anti-corrosion and antiseptic
components.
It breaks up fatty, oily contaminants accumulated in the emulsion system, furthermore destroys living bacteria and
fungi.

Typical properties

Typical valuesProperties

russetAppearance

1,03Density at 15°C [g/cm3]

9,5Emulsion pH value (3 %(V/V) / distilled water)

1Anticorrosion effect - Filter-paper test (3% (V/V) / distilled water) [grade]

The characteristics in table are typical values of the product and do not constitute a specification.

Storage and handling instructions

Store in the original container in dry, properly ventilated area. Keep away from direct flame and other sources of
ignition. Protect from direct sunlight. To preserve the original quality keep the suggested storage temperature.
During transport, storage and use of the product follow the work safety instructions and environmental regulations
relating to mineral oil products.
In the concentration specified for use and in case of keeping the health safety rules, the emulsions are not harmful to
human health and do not cause skin affection.
For further details please read the Material Safety Data Sheet of the product.
In the original container under the recommended storage conditions: 12  months
Inflammability hazard: Not flammable.
Recommended storage temperature: +5°C  -  +40°C

Manufactured and distributed by: MOL-LUB Ltd.
Technical service: H-1117 Budapest, Budafoki u. 59.
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WATER-MISCIBLE METALWORKING FLUIDS
MOL Netsol SC
system cleaner

Ordering information

SAP code and packaging:
10 literes műanyag kanna13006476
216.5 l steel drum13006477

Order booking ( toll-free):

Phone: 80/201-331 (between 07-16 h weekdays )
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